NAMI GOSTAR

Molten Sulfur

Releaser"Tegupen
N-700

Product Name:

Sulfur granulation unitrelease

agent (Tegoprene equivalent)
Product Code:

N-700

@ Appearance:

Clear colorless viscous liquid

@ Applicationcases

Intherotoform of the

granulation unit of gas refineries

@ Packagingtype:
Itis packaged and shippedin 60and 200

kg gallons orat the customer'srequest.

@ Usage conditions:

- Use water free of salts for dilution

- Bestdissolvedin water above 35
degrees Celsius.

- Canbeused uptothreeyears afterthe
date of production, butthebesttime to

useis up tooneyearafter production.

www.nano-ngcm.com - info@nano-ngcm.com

@ Safetyltems:

- Avoid mixing with other chemicals without
consulting the manufacturer.

- Avoid storing near strong oxidants.

- Incase of contact with the body, wash with
plenty of water.

- In case of foamingand foaming, request

antifoam from the manufacturer.

@ Consumption:

Depending on the type of rotoform, surface

temperature, etc., between 2 and 5 percent

@ Mechanism of Action:

This product creates alayer onthe surface of
thesteel beltintherotoforms of the
granulation unitand has the following
effects:

- Separation of sulfur pastilles fromthe
surface of the steel belt

- Uniformity of the shape of the produced
pastille

- Reduction of theamount of dustinthe

environment



Technical Data Sheet

NAMI GOSTAR

Molten Sulfur Releaser Tegupen. N-700

@ FeaturesandBenefits

Preventing molten sulfur droplets from sticking to the
surface of the steel belt

Proper shaping of molten sulfur dropletsNo corrosion or
impacton steel and molten sulfur

High efficiency at low concentrations

General Information

N 700 is a high-performance product for separating and
preventing the adhesion of molten sulfur droplets in the
sulfur granulation system. This product is based on organic
compounds and, by creating a barrier layer between the
sulfur and the steel surface in the steel belt system, it not
only facilitates the separation of sulfur droplets from the
substrate surface, but also provides proper shaping of the

sulfurdroplets.

Method of use

The exact amount of use of this product depends on field
conditions such as: steel belt surface conditions, steel belt
rotation speed, separation blade adjustment and accuracy,
and other system characteristics. Itisalso recommended to

use adosing pump for more accurate material injection.

Packaging

This product is available in 20, 60 liter gallons or 1000 liter
tanks and in other packaging weights upon customer

request.

@ Storageandtransportation

It is recommended to use the same original packaging
containers to store and transport the solution, and to store
theproductinacool, dryplaceaway fromdirectsunlightand

protected from freezing.

Healthinformation

Use appropriate gloves and gown when using.
Incase of contact with skin oreyes, wash thearea with

plenty of water and consultadoctorif necessary.

Technical support

Nami Gostar Chemical Company is ready to provide product

supportinperson orinpersonif you need any advice.

Typical physical properties

Appearance Clear solution

Solubilityin
soluble
water

Solubilityin
Insoluble
hydrocarbons

pHat250C

pHSolution 1%

Density g/cm3 1.02-1.06

Flash pointoC Non-flammable




